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Standard Omega panel
36lbs / 16.3kg each.

PROTEC Temporary fence 4'

Tel:  450-686-9600
        800-836-6342
Fax: 450-681-5318
www.omegafence.com
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Note: All wires are galvanized and welded at intersectionsA
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51.25lbs / 23.3kg each.

PROTEC Temporary fence 6'

Tel:  450-686-9600
        800-836-6342
Fax: 450-681-5318
www.omegafence.com
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Note: All wires are galvanized and welded at intersections

A
pril 2004

        4-6

72lbs / 37kg each.

PROTEC Temporary fence 8'

Tel:  450-686-9600
        800-836-6342
Fax: 450-681-5318
www.omegafence.com

PD
F 

cr
ea

te
d 

w
ith

 p
df

Fa
ct

or
y 

Pr
o 

tri
al

 v
er

si
on

 w
w

w
.p

df
fa

ct
or

y.
co

m



A
pril 2004

        4-7

Tel:  450-686-9600
        800-836-6342
Fax: 450-681-5318
www.omegafence.com

1 -  Panel 4' 6' or 8' nominal height
2 -  Base plate
3 -  Double clamp

1/2"-13 carriage 
     bolt and nut

Double clamp detail (3)

0° to 360° installation
possible

Use one pivot only
to make a 8' or 16' gate

Protec panel
Nominal height 4', 6' and 8'
Nominal length (1)

Note: All wires are galvanized and welded at intersections  

0.845 Ø x 15" stem

Base plate 
3 1/2" x 34"

12 gauge steel, 
 galvanized

1 1/4"Ø 16 gauge
pre-galvanized

steel

gauge 6 wire
(Ø4.8mm)

PD
F 

cr
ea

te
d 

w
ith

 p
df

Fa
ct

or
y 

Pr
o 

tri
al

 v
er

si
on

 w
w

w
.p

df
fa

ct
or

y.
co

m




